
The E-Series is developed as a 2-way professional loudspeaker that offers
crystal clear voice announcement and power-packed music reproduction. This
series is well-fitted for various acoustic installations and events, thanks to their
wide dispersion degree, superior sound quality and wide frequency range. All
these components in each unit seem to work relentlessly to produce high-
quality sound performance, even during extreme situation.

Higher reliability can be expected from these loudspeakers as they are
engineered and infused with exceptional specifications that cater to the
expectations of the pro-sound industry. This series boosts a line-up of
loudspeaker that includes E-12, E-12M, E-15 while offering subwoofer solution
in the form of E-18B.

PROFESSIONAL LOUDSPEAKER

Model E-12 E-12M E-15 E-18B

System Type 12’’ 2-Way 12’’ 2-Way 15’’ 2-Way Subwoofer

Frequency Range 55-18kHz 55-18kHz 38-18kHz 45-18kHz

Power Handling 250W / RMS 250W / RMS 300W / RMS 400W / RMS

Sensitivity 99dB 99dB 99dB 101dB

Dispersion / Degree 80 x 60 80 x 60 90 x 40 -

HF Driver 1’’ Voice Coil 1’’ Voice Coil 1.5’’ Voice Coil -

LF Driver 12’’ Al Frame 12’’ Al Frame 15’’ Steel Frame 18’’ Steel Frame

Cabinet MDF, Painting MDF, Painting MDF, Painting Plywood

Connection 1 x Speakon
1x Jack

1 x Speakon
1x Jack

1 x Speakon
1x Jack

1 x Speakon
1x Jack

IMP 8Ω 8Ω 8Ω 8Ω

Dimension (WxDxH) 430x340x585 585x340x430 475x340x730 540x530x650

Weight 18kg 18kg 21.5kg 37.5kg
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